
Jazz®

An All-in-One unit as affordable as 
a "smart relay". Full-function PLC 
combined with a textual HMI and keypad, 
with up to 40 built-in I/Os.

34

I/O Options
Total  supported I/Os 40

Built-in According to model (See Built-in I/Os table below)

I/O Expansion -

Program
Memory Operands 256 coils, 256 registers, 64 timers

Ladder Memory 48K

HMI Panel
Touch screen -

Cut Out Height x Width (mm) 117 x 89

Resolution 2 lines, 16 characters

Keys 16 keys, including 10 user-labeled keys

Environment
Protection NEMA4X/IP65 (when panel mounted)

Operating Temperature 0 to 50ºC

Standards UL, CE, EAC

General

Battery 10 years typical at 25°C, battery back-up for RTC and system data, including variable data

Clock Real-time clock functions (date and time)

Inputs1 Outputs

Article 4 Summary Digital 2 HSC/Shaft-encoder 2 Analog Temperature 
 Measurement Transistor 3 PWM/HSO 3 Relay Analog Operating 

 Voltage  

 JZ20-J-R10 6 Digital Inputs 
4 Relay Outputs 6

2 
10kHz, 16-bit

— — — — 4 — 24VDC

 JZ20-J-R16
6 Digital, 

2 D/A, 2 Analog Inputs 1 
6 Relay Outputs

8

2 0-10V 
10 or 12-bit 

2 0-20mA, 4-20mA 
10 or 12-bit

— — — 6 — 24VDC

JZ20-J-R16HS
6 Digital, 

3 3HSC/Shaft-encoder, 
2 A/D, 2 AI, 6 Relay outputs

8 3 
10kHz, 16-bit

2 0-10V 
10 or 12-bit 

2 0-20mA, 4-20mA 
10-bit

— — — 6 — 24VDC

 JZ20-J-R31 16 Digital, 2 D/A , 2 Analog Inputs 1 

11 Relay Outputs 18

2 
10kHz, 16-bit

2 0-10V 
10 or 12-bit 

2 0-20mA, 4-20mA 
10-bit

— — — 11 — 24VDC

 JZ20-J-T10 6 Digital Inputs 
4 Transistor Outputs 6 — — 4 

pnp — — — 24VDC

 JZ20-J-T18  6 Digital, 2 D/A, 2 Analog Inputs 1 
8 Transistor Outputs 8

2 0-10V 
10-bit 

2 0-20mA, 4-20mA 
10-bit

— 8 
pnp — — — 24VDC

JZ20-J-T20HS 6 Digital, 3 3HSC/Shaft-encoder, 
2 A/D, 2 AI, 10 Transistor outputs 8 3 

10kHz, 16-bit
2 0-10V 
10-bit —

8 
pnp
2

npn

2 
32kHz — — 24VDC

 JZ20-J-T40 16 Digital, 2 D/A, 2 Analog Inputs 1 
20 Transistor Outputs 18

2 
10kHz, 16-bit

2 0-10V 
10-bit 

2 0-20mA, 4-20mA 
10-bit

— 20 
pnp — — — 24VDC

JZ20-J-UA24

9 Digital Inputs,
1 HSC, 2 A/D, 2 AI,

2 TC/PT100, 
5 Relay Outputs,

2 Transistor Outputs, 2 AO

11
2 0-20mA 
4-20mA 

2 0-10 VDC

2 
Thermocouple, 

PT100

2 
pnp 2 5 2 +/-10V, 4 

-20mA 12-bit 24VDC

JZ20-J-UN20
9 Digital, 2 D/A, 1 Analog

1 TC/PT100 Inputs 1
5 Relay 2 Transistor Outputs

11 1
5kHz, 16-bit

2 0-10V
10-bit

1 0-20mA, 4-20mA
10-bit

1
Thermocouple,

PT100

2 
pnp 2 5 — 24VDC

Jazz® models - Built-in I/O configurations

1 �In some models certain inputs are adaptable, and can function as either digital or 
analog. Adapting requires input pins. This reduces the number of digital inputs. Pin 
requirements: Each analog input requires 1 pin.

3 �Note that the high-speed outputs 
are included in the total number 
of npn/pnp digital outputs

2 �Note that the high-speed inputs 
are included in the total number 
of digital inputs 35

4 �To order a classic Jazz with a 
Bezel panel, omit the 'J' from the 
model number, ex. JZ20-R10

COM Port kit Ethernet Communication Port Program Cloner module Keypad Slide kit

RS232/RS485 (isolated)
Article No.: JZ-RS4 Article No.: MJ20-ET11 Article No.: MJ20-MEM1 Article No.: MJ20-JZ-SL11

1 Not yet UL certified

Jazz Add-on ports and Accessories
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General Features:

•	 SMS via GSM
•	 3G Modem support 
•	 Remote access utilities

Accessories:
•	 Program Cloner module- Copy applications from PLC to PLC
•	 Keypad Slide kit- Customize the Jazz keypad to your application

*Up to 4 loops: models UA24 / UN20
   1 loop: all other models 1

Features:

HMI
•	 Up to 60 user-designed screens
•	 Multi language

PLC
•	 I/O options include digital, analog,  

temperature and high speed 
•	 Auto-tune PID, up to 4 independent loops  

(according to model*) 

Communication 
Built-in ports: 
•	 1 Mini USB for programming

Add-on ports:
•	 1 Ethernet TCP/IP
•	 1 RS232 / RS485

Protocols:
•	 PC access via MODBUS or OPC server
•	 Supports MODBUS protocol (according to model)

UAP-24V24W UAP-24V60W UAP-24V96W

24W 24V 1A 60W 24V 2.5A 96W 24V 4A

GSM-KIT-17J-3G

KIT, MODEM GPRS, CINTERION, EHS6T

DIN-rail Power Supplies

GSM



I/O Expansion Modules & Accessories- Vision Series

I/O Expansion Module Adapters

Inputs Outputs
Operating 
 Voltage  Expansion

Modules Article Digital5 HSC5 Analog Temperature 
 Measurement

Weight 
Measurement Transistor 6 PWM/HSO6 Relay Analog

Digital  

IO-DI8-TO8 8  
pnp/npn

1
5kHz 16-bit — — — 8 

pnp — — — 24VDC 9

IO-DI8-RO4 8 
pnp/npn

1   
5kHz 16-bit — — — — — 4 — 24VDC 9

IO-DI8-RO8 8 
pnp/npn

1   
5kHz 16-bit — — — — — 8 — 24VDC 9

EX90-DI8-RO83 8 
pnp

1   
5kHz 16-bit — — — — — 8 — 24VDC

IO-DI16 16 
pnp/npn

1   
5kHz 16-bit — — — — — — — 24VDC 9

IO-TO16 — — — — — 16  
pnp — — — 24VDC

IO-RO8 — — — — — — — 8 — 24VDC 9

IO-RO16 — — — — — — — 16 — 24VDC 9

IO-DI8ACH 8 AC — — — — — — — — 110/220 VAC

Analog, 
Temperature 

and  
Weight/Strain 

Measure-
ments

IO-AI4-AO2 — —
4  

0-10V, 0-20mA, 4-20mA 
12-bit

— — — — —
2 

±10V 12-bit+sign, 0-20mA, 4-20mA 
 12-bit

24VDC

IO-PT400 — — — 4  
 PT100/NI100/NI120 — — — — — Not relevant

IO-PT4K — — — 4 
 PT1000/NI1000 — — — — — Not relevant

IO-AO6X — — — — — — — —

6 
(Isolated) 

0-10V, 0-20mA, 4-20mA 
12-bit

24VDC

IO-LC1 1 
pnp — — —

1  
Loadcell / 

Strain gauge

2 
pnp — — — 24VDC

IO-LC3 1 
pnp — — —

3 
Loadcell / 

Strain gauge

2 
pnp — — — 24VDC

IO-ATC8 — —
8  

Thermocouple, 0-10V, 0-20mA, 4-20mA 
 14-bit

— — — — — Not relevant

IO-AI8 — —
8  

0-10V, 0-20mA, 4-20mA 
14-bit

— — — — — — Not relevant

XL Digital/
Analog 

IO-D16A3-RO16 16 
pnp/npn

2   
30kHz

16/32-bit8

3 
0-20mA, 4-20mA 

 10-bit
— — — — 16 — 24VDC

IO-D16A3-TO16 16 
pnp/npn

1   
30kHz

16/32-bit8

3 
0-20mA, 4-20mA 

 10-bit
— —

15 
pnp, 

1 
pnp/npn

1  
pnp 0.5kHz 
npn 50kHz

None — 24VDC

EX-D16A3-RO87 16 
pnp/npn

2   
30kHz

16/32-bit8

3
0-20mA, 4-20mA 

 10-bit
— — None None 8 — 24VDC

EX-D16A3-TO167 16 
pnp/npn

1   
30kHz

16/32-bit8

3
0-20mA, 4-20mA 

 10-bit
— —

15 
pnp 
1 

pnp/npn

1 
pnp 0.5kHz 
npn 50kHz

None — 24VDC

High-speed 
Remote I/O 

Module
EXF-RC15 2,4,10 9 

pnp/npn

3  
200kHz
32-bit

— — — 4 
npn

4
(up to 3 PTO) 2 — 24VDC

I/O Expansion 
Module 

Adapters

Article Description

EX-A2X1
Local I/O module adapter, Galvanic isolation. 

Up to 8 modules may be connected to a single PLC1 
Supports both 12/24 VDC

EX-RC11,4
Remote I/O module adapter, via CANbus. Multiple adapters may be 
connected to a single PLC, with up to 8 modules to each adapter1. 

Supports both 12/24 VDC.

Expand your system with local or remote I/O expansion modules.

1

2

3

4

5

6

7

8

9

10

Number of supported I/Os &  I/O modules varies according to module.
The EXF-RC15 functions as a node in a Vision UniCAN network and connects
to the Vision controller via CANbus and  programmed in VisiLogic.
The EXF-RC15 cannot be extended as regular I/O unit.
High-speed inputs are configurable as either high-speed counter (HSC) or shaft-encoder.
The EX90 is housed in an open casing. Only one EX90 can be connected per PLC, 
as a single expansion module; Expansion adapter not required.
Supported by Samba, Vision and UniStream series.
The total number of digital inputs listed includes high-speed inputs.
Example: the IO-D16A3-TO16 offers a total of 16 pnp/npn inputs. You can configure I4 as 
a HSC and I5 as a Counter reset; this reduces the available number of digital inputs to 14.
The total number of digital outputs listed includes high-speed outputs.
Example: the IO-D16A3-TO16 offers a total of 16 transistor outputs. You can configure 1
to High-speed output, reducing the number of available digital outputs to 15.	
Functions as local adapter. Can support up to 7 I/O modules.
16-bit or 32-bit, depending on the PLC.
Also available as 12VDC – contact us for part number.
One HSC may be configured as a shaft encoder.		

Snap-in I/O Modules
Compatible with Vision models:  
V560, V570, V700, V1040 and V1210.

Vision & Samba COM Modules
Enhance Vision’s communication capabilities

1 The total number of digital inputs listed includes high-speed inputs.
2 The total number of digital outputs listed includes high-speed outputs.
3 Not yet UL certified

Model Ethernet RS232/RS485 Isolated 
RS232/RS485 CANbus Profibus

SAMBA V100-17-ET2 V100-17-RS4 V100-17-RS4X V100-17-CAN —

V130, V350,  
V4301

V100-17-ET2, 
V100-S-ET25 V100-17-RS4 V100-17-RS4X V100-17-CAN, 

V100-S-CAN5 V100-17-PB1

 V560, V570,
V1040, V12102 V200-19-ET2 V200-19-RS4 V200-19-RS4-X Built-in —

V7004 Built-in V100-17-RS4 V100-17-RS4X V100-17-CAN V100-17-PB1

Inputs Outputs
Operating  
Voltage Snap-in I/O 

Article 
Digital

(isolated)1
HSC/Shaft-
encoder1 Analog Temperature 

 Measurement
Transistor 
(isolated)2     PWM/HSO2 Relay Analog

V200-18-E1B 16  
pnp/npn

2 
10kHz 32-bit

3 
0-10 V, 0-20mA, 4-20mA 

10-bit
— 4 

pnp/npn

2   
pnp 0.5kHz 
npn 50kHz

10 — 24VDC

V200-18-E2B 16 
 pnp/npn

2 
10kHz 32-bit

2 
0-10 V, 0-20mA, 4-20mA 

10-bit
— 4 

pnp/npn

2  
pnp 0.5kHz 
npn 50kHz

10
2  

0-10 V,0-20mA,4-20mA 
12-bit

24VDC

V200-18-E3XB 18 
pnp/npn

2 
10kHz 32-bit

4 (Isolated) 
Thermocouple, PT100, 0-10V, 0-20mA, 4-20mA 

14-bit

2
pnp/npn

2  
pnp 0.5kHz 
npn 50kHz

15
4 (Isolated)   

0-10 V, 4-20mA 
12-bit

24VDC

V200-18-E4XB 18 
pnp/npn

2 
10kHz 32-bit

4 (Isolated) 
Thermocouple, PT100, 0-10V, 0-20mA, 4-20mA 

14-bit

15  
pnp  
2 

npn/pnp

2  
pnp 0.5kHz 
npn 50kHz

—
4 (Isolated)   

0-10 V, 4-20mA 
12-bit

24VDC

V200-18-E5B 18 
pnp/npn

2 
10kHz 32-bit

3 
0-10 V,0-20mA, 4-20mA 

10-bit
—

15  
pnp  
2 

npn/pnp

2 
pnp 0.5kHz 
npn 50kHz

— — 24VDC

V200-18-E6B 18 
pnp/npn

2 
10kHz 32-bit

2 
Thermocouple, PT100, 0-10V, 0-20mA, 4-20mA 

14-bit  
3 

 0-10V, 0-20mA, 4-20mA 
10-bit

2 
pnp/npn

2  
pnp 0.5kHz 
npn 50kHz

15
2 (Isolated)   

0-10 V, 4-20mA 
12-bit

24VDC

V200-18-E46B 18 
pnp/npn

2 
10kHz 32-bit

6 
0-10 V,0-20mA,4-20mA 

14-bit 
3 

0-10 V,0-20mA,4-20mA 
10-bit

— 2 
pnp/npn

2  
pnp 0.5kHz 
npn 100kHz

15
2 (Isolated)   

0-10 V, 4-20mA 
12-bit

24VDC

V200-18-E62B3 30 
pnp/npn

2 
10kHz 32-bit

2  
0-10 V,0-20mA,4-20mA 

10-bit
—

28 
pnp 
2 

npn/pnp

2  
pnp 0.5kHz 
npn 100kHz

— — 24VDC

1 V130/V350/V430: Two ports may be added: 1 for Serial/Ethernet/Profibus and 1 for CANbus.
2  V560/V570/V1040/V1210: 1 port may be added: Serial/Ethernet.
3 Extended temperature cards, operational temperature : -30ºC to 60ºC (-22ºF to 140ºF) - for V350-JS-TA24 only. 
4 V700 is supplied with an Built-in Ethernet port. One port may be added: serial/Profibus, and CANbus.
5 Not yet UL certified
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UAP-24V24W UAP-24V60W UAP-24V96W

24W 24V 1A 60W 24V 2.5A 96W 24V 4A

GSM-KIT-17J-3G

KIT, MODEM GPRS, CINTERION, EHS6T

DIN-rail Power Supplies

GSM




